1 WHAT IS CLAIMED IS: 

2 LA nose filter device having 

3 a holder adapted to a nostril of a nose and having 

4 at least two holes defined through the holder; and 

5 multiple filters mounted on the holder and facing the holes in the 

6 holder. 

7 2. The nose filter device as claimed in claim 1, wherein the holder is a 

8 paste and has two side surfaces, one of the side surfaces is adapted to adhere to 

9 a user. 

10 3. The nose filter device as claimed in claim 1, wherein the holder 

1 1 comprises two plates, the filter is mounted between the two plates. 

12 4. The nose filter device as claimed in claim 3, wherein the plates are 

13 net plates. 

14 5. The nose filter device as claimed in claim 1, wherein the holder is a 

1 5 cover with an opening. 

16 6. The nose filter device as claimed in claim 5, wherein the cover is 

17 made of paper. 

18 7. The nose filter device as claimed in claim 5, wherein the cover is 

19 made of cloth. 

20 8. The nose filter device as claimed in claim 1, wherein the holder 

21 comprises two tubes, each tube has one hole, an inner end, an outer end and an 

22 inner surface, and the filters are moimted respectively inside flie tubes near the 

23 outer end. 

24 9. The nose filter device as claimed in claim 8, wherein a connector is 

8 



1 mounted betAveen the outer ends of the tubes. 

2 10. The nose filter device as claimed in claim 8, wherein each tube has 

3 a recess defined in the inner surface of the tube near the outer end, and the 

4 filters are mounted respectively inside the recesses of the tubes. 

5 11. The nose filter device as claimed in claim 9, wherein each tube has 

6 a recess defined in the inner surface of the tube near the outer end, and tiie 

7 filters are mounted respectively inside the recesses of the tubes. 

8 12. The nose filter device as claimed in claim 10, wherein three filters 

9 are moimted inside the recess of each tube. 

10 13. The nose filter device as claimed in claim 12, wherein each recess 

1 1 has multiple separators formed inside the recess to form multiple chambers, 

12 each filter is received inside a respective one of the chambers. 

13 14. The nose filter device as claimed in claim 8, wherein each tube has 

14 multiple protrusions formed on the inner surface of the tube. 

15 15. The nose filter device as claimed in claim 8, wherein each tube has 

16 multiple chambers defined inside the tube, each chamber is communicated with 

17 each other. 
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